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orbit. Conduit Bodies

Orbit Industries, Inc.

Trade DIMENSIONS - C SERIES Std.
MALLEABLE IRON Cat. No. Size A B c D Pkg.
TgBEég;i% CONDUIT BODIES MC-50 P Y e PRy E—— 0
MC-75 3/4 1-9/116" | 4-11/16" | 1-21/32" | 6-5/32" 10
PRODUCT FEATURES MC-100 1” 1-13/16” | 5-13/32” 2 7-5/32" 5
» Electroplated Zinc MC-125 1-1/4” 2-1/2° | 7-7/32" | 2-19/32" | 9-1/16 2
» Suitable for wet location when MC-150 1-1/2" 2-1/2" | 7-7/32" | 2-13/16" | 9-1/16" 2
used with gasket and cover MC-200 2 3-5/32° | 92 | 3120 | 172 1
. . MC-250 2-1/2" 476" | 12-1/4” 4 15-5/16” 1
e
M MC-300 3 4716 | 12-14" | 4-5/8" [15-13/32" 1
MC-350 3-1/2" 5-1/2" 15" 5-7/16" | 18-5/16" 1
MC-400 4 5-1/2" 15" 5-3/4" | 18-5/16" 1
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Trade DIMENSIONS - T SERIES Std.
IH,BEADED CONDUIT BODIES MT-50 1/2 1-3/8” 4 2-1/16" | 5-13/32" | 1-7/16” 10
T” SERIES MT-75 34" 15087 | 421032 | 2-032 | 6532 | 12132 | 10
PRODUCT FEATURES MT-100 1” 1-13/16” | 5-3/8” | 2-21/32" | 7-5/32" 2’ 5
. MT-125 1-1/4" 2-1/2" | 7-7/32" | 3-13/32 9 2-11/16" 2
. g'e.ftrb‘:p'?ted Zt";c R MT-150 1472 | 2420 | 77327 | 3716 | 9-41/16" | 2-13116" 2
uitable for wet location when MT-200 > 3532 | o4/ e e 2 :
used with gasket and cover " " B .
MT-250 2-1/2 4-716” | 12-1/4” | 5-27/32" | 15-9/32 4 1
e MT-300 P 4-716” | 12-1/4” | 5-29/32" | 15-13/32" | 4-21/32 1
M e MT-350 3-1/2" 5-1/2" 15" 7-1/8" | 18-9/32" | 5-7/16" 1
MT-400 4 5-1/2" 15" 7-3116" | 18-9/32" | 5-3/4” 1
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