**EL2RC**
REMOTE CAPABLE ADJUSTABLE MR16 HEAD EMERGENCY LIGHT

**PRODUCT FEATURES**
- Dual-Voltage Input 120/277VAC Operation
- UL Listed for Damp Location
- Two fully adjustable, glare-free 6V 12W MR16 Halogen Lamps
- 90 Minutes Minimum Emergency Operation
- Injection Molded, 5VA Flame Retardant, High Impact, Thermoplastic
- Universal Mounting Pattern with Quick-Connect
- Conduit Mount Knockout on top of housing
- Compatible with drop ceiling mounting installations
- Suitable for wall and ceiling mounting
- Push-to-Test Switch
- Maintenance-free 6V Sealed Lead-Acid Battery/Batteries
- Fully automatic operation
- Higher capacity battery offers 26W of Remote Capacity

![EL2RC6-W](image)

<table>
<thead>
<tr>
<th>Cat. No.</th>
<th>Housing Color</th>
<th>Options</th>
</tr>
</thead>
<tbody>
<tr>
<td>EL2RC6 (6 Volt)</td>
<td>W (White)</td>
<td>L (3.3W LED MR16 Cool White Bulb)</td>
</tr>
<tr>
<td>EL2RC12 (12 Volt)</td>
<td>B (Black)</td>
<td></td>
</tr>
</tbody>
</table>

**EL1DOL**
DECORATIVE WET LOCATION LED EMERGENCY LIGHT

**PRODUCT FEATURES**
- Universal Voltage 120–277VAC Operation
- UL Listed for Wet Location
- Suitable for cold weather with heater option (-10°C - 40°C)
- 12W, 5000K Energy Saving LED Lamp
- 1286 lumens standard and 350 lumens in Emergency mode
- 90 Minutes Minimum Emergency Operation
- Die Cast Aluminum Housing with Powder Coated Finish
- Universal Mounting Plate
- Threaded opening at top of enclosure for Conduit Mounting
- Suitable for wall and ceiling mounting
- Can be used as a Normal Light or an Emergency Light
- Built-In Photocell
- Self Diagnostic Testing Standard
- Push-to-Test Switch
- Maintenance-free 4.8V Rechargeable NiCd Battery
- Fully automatic operation

![EL1DOL-BR](image)

<table>
<thead>
<tr>
<th>Cat. No.</th>
<th>Housing Color</th>
<th>Option</th>
</tr>
</thead>
<tbody>
<tr>
<td>EL1DOL</td>
<td>W (White)</td>
<td>HTR (Internal Heater)</td>
</tr>
<tr>
<td></td>
<td>BR (Bronze)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>B (Black)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>N (Nickel)</td>
<td></td>
</tr>
</tbody>
</table>