LWP3 SERIES

PRODUCT FEATURES
- 120–277V
- UL Listed for Wet Location
- Die Cast Aluminum Housing
- UV Resistant Bronze Powder Coat Finish
- Polycarbonate Lens with Weatherproof Gasket
- 80°x140° Beam Angle
- Type III Distribution
- Ambient Operating Temp: -20°C / -4°F to 40°C / 104°F
- 50,000 Life Hours
- Photocell Optional (Pg.118)
- 5 Year Limited Warranty
- Dimmable to 10% (80W only)

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>LWP3-50W-CW</td>
<td>50W</td>
<td>123 lm/W</td>
<td>5000K</td>
<td>B3-U2-G3</td>
<td>5591 lm</td>
<td>80+</td>
<td>175W MH</td>
</tr>
<tr>
<td>LWP3-80W-CW</td>
<td>80W</td>
<td>113 lm/W</td>
<td>5000K</td>
<td>B3-U2-G3</td>
<td>9032 lm</td>
<td>80+</td>
<td>250W MH</td>
</tr>
</tbody>
</table>

LP741 SERIES & LWP18 SERIES

PRODUCT FEATURES
- 120–277V
- UL Listed for Wet Location
- Die Cast Aluminum Housing
- UV Resistant Bronze Powder Coat Finish
- Polycarbonate Lens with Weatherproof Gasket
- LP741: 90°x100° Beam Angle Type IV Distribution
- LWP18: 90°x110° Beam Angle Type I Distribution
- Built-In Photocell
- Ambient Operating Temp: -20°C / -4°F to 40°C / 104°F
- 50,000 Life Hours
- 5 Year Limited Warranty
- LWP18 is not DLC listed

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>LP741-30W-P-CW</td>
<td>30W</td>
<td>107 lm/W</td>
<td>5000K</td>
<td>B1-U3-G1</td>
<td>3022 lm</td>
<td>80+</td>
<td>100W MH</td>
</tr>
<tr>
<td>LWP18-30W-P-CW</td>
<td>30W</td>
<td>99 lm/W</td>
<td>5000K</td>
<td>B1-U3-G1</td>
<td>3023 lm</td>
<td>80+</td>
<td>100W MH</td>
</tr>
</tbody>
</table>