**LAL1-P**

**PRODUCT FEATURES**

- 120–277V
- UL Listed for Wet Location
- Die Cast Aluminum Housing
- UV Resistant Bronze Powder Coat Finish
- Polycarbonate Lens with Weatherproof Gasket
- 80W: 103° Beam Angle
- Type VS Distribution
- 80W: 78° Beam Angle
- Type VS Distribution
- Twist-Lock Photocell Included
- Ambient Operating Temp: -20°C / -4°F to 40°C / 104°F
- 50,000 Life Hours
- 5 Year Limited Warranty
- Dimmable to 10% (80W only)

**NEW**

90° Extension Arm Included

Wall Mount

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>LAL1-50W-P-CW</td>
<td>50W</td>
<td>121 lm/W</td>
<td>5000K</td>
<td>B2-U3-G1</td>
<td>6079 lm</td>
<td>70+</td>
<td>150W MH</td>
</tr>
<tr>
<td>LAL1-80W-P-CW</td>
<td>80W</td>
<td>122 lm/W</td>
<td>5000K</td>
<td>B3-U2-G1</td>
<td>9544 lm</td>
<td>70+</td>
<td>250W MH</td>
</tr>
</tbody>
</table>

**LFL6-80W**

**PRODUCT FEATURES**

- 120–277V
- UL Listed for Wet Location
- Die Cast Aluminum Housing
- UV Resistant Bronze Powder Coat Finish
- Polycarbonate Lens with Weatherproof Gasket
- 120’x90° Beam Angle
- Type II Distribution
- Ambient Operating Temp: -20°C / -4°F to 40°C / 104°F
- SF: 2-3/8” I.D. Slip Fitter with 180° Adjustability
- T: Trunnion Mount
- 50,000 Life Hours
- Motion Sensor Available
- By Request
- Photocell Optional (Pg.118)
- 5 Year Limited Warranty
- Dimmable to 10%

**NEW**

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>LFL6-80W-SF</td>
<td>80W</td>
<td>130 lm/W</td>
<td>5000K</td>
<td>B3-U2-G2</td>
<td>10342 lm</td>
<td>82</td>
<td>250W MH</td>
</tr>
<tr>
<td>LFL6-80W-T</td>
<td>80W</td>
<td>130 lm/W</td>
<td>5000K</td>
<td>B3-U2-G2</td>
<td>10342 lm</td>
<td>82</td>
<td>250W MH</td>
</tr>
</tbody>
</table>

*While Supplies Last*