### Humidity Sensors

**Product Features**

- **Condensation Sensors (adjustable)**
  - Turns ON the fan when condensation is present and OFF when dry
  - Adjust sensors to solve moisture problem
  - Helps fight mold
- **Que™ Technology**
  - Ultra moisture-sensing adaptive technology (patent pending)
- **Countdown Timer (adjustable)**
  - You choose how long your fan will run
  - Great for tenant and family use
  - Manual light control allows you to control bathroom lighting
  - Manual fan control for immediate ventilation
- **LED Fan Indicator Light**
  - Lets you know the fan is ON
  - Concealed Adjustment Settings
  - Tamper-proof settings cover

### Residential Grade Decorative Switches

**Product Features**

- 120–277 VAC
- Rocker-type
- Impact-Resistant
- Thermoplastic Body
- With Combination Head Screws

### Wiring Devices

<table>
<thead>
<tr>
<th>Cat. No.</th>
<th>Description</th>
<th>Inner</th>
<th>Master</th>
</tr>
</thead>
</table>
| FS-3300-W | Fan Switch  
Electrical Input: 120 volts @ 60Hz  
Max. Fan Load: 6 Amps | 1 | 72 |
| FS-3325-W | Fan & Light Switch  
Electrical Input: 120 volts @ 60Hz  
Max. Fan Load: 6 Amps  
Max. Light Load: Fluorescent: 400 Watt  
Incandescent: 600 Watt  
LED/CFL: 150 Watt | 1 | 72 |

### Color Options

<table>
<thead>
<tr>
<th>Cat. No.</th>
<th>Description</th>
<th>Color (Cat. No. - Color Code)</th>
<th>Std. Pkg.</th>
<th>Master Carton</th>
</tr>
</thead>
</table>
| 2DS15 | Double Rocker Switch, 15A, 120–277V  
Single-Pole Side Wire only | 2DS15-W 2DS15-I 2DS15-BK 2DS15-A | 10 | 200 |
| 3DS15 | Triple Rocker Switch, 15A, 120–277V  
Single-Pole Push-In Back  
Wire only, with Ground Pigtail | 3DS15-W 3DS15-I 3DS15-BK 3DS15-A | 10 | 200 |