### Fixed Bar Hangers

#### Product Features
- Steel
- Electroplated Zinc
- For Stud and T-Bar

<table>
<thead>
<tr>
<th>Cat. No.</th>
<th>Description</th>
<th>Std. Pkg.</th>
</tr>
</thead>
<tbody>
<tr>
<td>BHT-1</td>
<td>24&quot; T-Bar bracket for use with boxes 1-1/2&quot; or 2-1/8&quot; deep</td>
<td>50</td>
</tr>
<tr>
<td>BHT-1A</td>
<td>24&quot; T-Bar bracket - 8&quot; height adjustable</td>
<td>50</td>
</tr>
<tr>
<td>BH-3</td>
<td>Straight bracket for mounting architectural recess lights 25-1/4&quot; long with notches 24&quot; apart for use on T-Bar</td>
<td>50</td>
</tr>
</tbody>
</table>

### Features & Installation

**BH-3 Features**
- Adjust vertically from 1/2" to 1-1/4" between 5 different positions

**6-Way Adjustable T-Bar Hanger**
- The BH-3 is ideal for recessed lighting applications, fire alarm device installation, and LED retrofit lighting applications.
- Compatible with Orbit’s 4SED-BCKO and FA-4SED-BCKO.

### 4SDB-BP

#### 4” Square Deep Box

**Welded**
- 2-1/8" Deep
- 42.0 Cu. In.
- With Raised Ground Emboss

**Product Features**
- Can be mounted without having to access the inside of the box itself
- Flat back plate allows pre-wiring of box with device/cover before shipping to the field

<table>
<thead>
<tr>
<th>Cat. No.</th>
<th>Description</th>
<th>Knockouts</th>
<th>Std. Pkg.</th>
</tr>
</thead>
<tbody>
<tr>
<td>4SDB-BP</td>
<td>4SDB-MKO-PT with Back Plate, 7&quot; Pigtail</td>
<td>1/2&quot; &amp; 3/4&quot; MKO's</td>
<td>24</td>
</tr>
</tbody>
</table>

**New** 4SDB-BP

Mount to ceilings, walls, corrugated surfaces, or underneath counters

www.orbitelectric.com