
ATTENTION:

TO USE TEMPLATE FOR INSTALLATION,
DIMENSIONS MUST BE AS SHOWN ± 1/16” [1.58mm]
AFTER PRINTING (SHEET SIZE 8.5 X 11)

Installa�on Template:

Step 1: Print this page. Using scissors, cut along the solid line of this template. Using 
a pencil, sketch along the outline to transfer the shape of this template onto the wall 
at the desired loca�on. Ensure sides of template are at least 1” from the edge of the 
nearest wall stud.

Step 2: Using a drywall saw, cut along the template outline, crea�ng an opening.

INSTALLERS NOTE: UCIA-4S / FA-UCIA-4S features two (2) threaded and two (2) 
non-threaded moun�ng holes, located at opposing ends of the adapter opening. Please 
iden�fy these moun�ng holes before proceeding to steps 3-5.

Step 3: Posi�on a 4” square electrical box behind UCIA-4S / FA-UCIA-4S, and align the 
adapter's non-threaded moun�ng holes with box moun�ng holes. Pass the moun�ng 
screws (included with adapter) through the UCIA-4S / FA-UCIA-4S unthreaded holes. 
Using a Phillips-head screwdriver, �ghten the screws un�l box is seated into adapter 
(for low-voltage devices, Orbit's UCIA-4S can be used without a back box. Front-
mount Orbit 41000 or 42000 device ring to the UCIA-4S / FA-UCIA-4S using two (2) 
#8-32 screws. Then, a�ach device directly to the device ring. Please check your local 
code to ensure compliance). 

Step 4: Press UCIA-4S / FA-UCIA-4S into the wall opening. Using a power drill or 
screwdriver, drive the adapter fastening screws clockwise un�l the adapter snaps 
firmly into the wall. Do not over-�ghten.

Step 5: To finish wiring the device, please follow the device manufacturer's 
installa�on instruc�ons. Use the adapters threaded holes to secure devices if 
necessary.
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Step 4: Press UCIA-4S / FA-UCIA-4S into the wall opening. Using a power drill or 
screwdriver, drive the adapter fastening screws clockwise until the adapter snaps 
firmly into the wall. Do not over-tighten.

Step 3: Position a 4” square electrical box behind UCIA-4S / FA-UCIA-4S, and align the 
adapter's non-threaded mounting holes with box mounting holes. Pass the mounting 
screws (included with adapter) through the UCIA-4S / FA-UCIA-4S unthreaded holes. 
Using a Phillips-head screwdriver, tighten the screws until box is seated into adapter 
(for low-voltage devices, Orbit's UCIA-4S can be used without a back box. Front-
mount Orbit 41000 or 42000 device ring to the UCIA-4S / FA-UCIA-4S using two (2) 
#8-32 screws. Then, attach device directly to the device ring. Please check your local 
code to ensure compliance). 

INSTALLERS NOTE: UCIA-4S / FA-UCIA-4S features two (2) threaded and two (2) 
non-threaded mounting holes, located at opposing ends of the adapter opening. Please 
identify these mounting holes before proceeding to steps 3-5.

Step 2: Using a drywall saw, cut along the template outline, creating an opening.

Step 1: Print this page. Using scissors, cut along the solid line of this template. Using 
a pencil, sketch along the outline to transfer the shape of this template onto the wall 
at the desired location. Ensure sides of template are at least 1” from the edge of the 
nearest wall stud.

Step 5: To finish wiring the device, please follow the device manufacturer's 
installa�on instruc�ons. Use the adapters threaded holes to secure devices if 
necessary.


	Page 1

